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5 LED WORK LIGHT

FT-WL-X-5-*

KEY FEATURES:

« Anti-Corrosive Coating
« Single Bolt Bracket
« NFPA 1901 Compliant Flood Light

ABOUT THE 5 LED WORK LIGHT

The WL-X 5 LED Work Light offers outstanding light output in a compact design which can be
easily adjusted, with either of the supplied trunnion or single bolt bracket options. High-quality
construction and components enable the WL-X series to withstand vibration up to 21Grms. Built-
in reverse polarity protection helps prevent accidental damage caused by incorrect installation.
Electronic thermal management ensures that if the light is subjected to a massive heat overload,
that a self protection protocol is engaged to reduce the light output, until such time as the heat
overload retreats to normal parameters.

DIMENSIONS

RAW LUMENS 4,000

EFFECTIVE LUMENS 3,305

OPT. HOUSING COLORS BLACK OR WHITE
BEAM PATTERN SPOT, FLOOD, COMBO
WATTAGE 3oW

AMP DRAW (@12V) 2.9A

INPUT VOLTAGE DC 11-65V DC
CONNECTOR DEUTSCH DT04-2P

EMC APPROVAL CISPR25 CLASS 3




FT-WL-X-5 DETAILS

Model / Order

Number

Description

Raw

Lumens

Effective
Lumens

Beam

Pattern

FT-WL-X-5-S-B

FT-WL-X-5-S-W

FT-WL-X-5-F-B

FT-WL-X-5-F-W

FT-WL-X-5-FT-B

FT-WL-X-5-FT-W

5 LED extreme work light. 4000 lumens. 10 degree spot
optic configuration. Black housing.

5 LED extreme work light. 4000 lumens. 10 degree spot
optic configuration. White housing.

5 LED extreme work light. 4000 lumens. 60 degree flood
optic configuration. Black housing.

5 LED extreme work light. 4000 lumens. 60 degree flood
optic configuration. White housing.

5 LED extreme work light. 4000 lumens. FireTech
Combination spot and flood optic configuration.
Black housing.

5 LED extreme work light. 4000 lumens. FireTech
Combination spot and flood optic configuration.
White housing.

4,000

4,000

4,000

4,000

4,000

4,000

3,305

3,305

3,305

3,305

3,305

3,305

Wattage A@Tf;"r z;]gg
35W 2.9A
35W 2.9A
35W 2.9A
35W 2.9A
35W 2.9A
35W 29A

CHECK OUT THE REST OF OUR WORK LIGHT SERIES

HIVIZ LIGHTING INC.

149 Twin Springs Road
Hendersonville, NC 28792

Spot

Spot

Flood

Flood

Combo

Combo

Weight Dimensions
1.8 Ibs. 3.9;1; )é 357
1.8 Ibs. 3.9;1; ); g57
1.8 Ibs. 3.9;1; ,;] 357
1.8 Ibs. 3.9;1; ,;] 257
1.8 Ibs. 3.9;1; )é g57
1.8 Ibs. 3.9;1; );; 257

e (703) 662-3458

firetech@hivizleds.com
www.hivizleds.com




